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(57) ABSTRACT

The present invention provides a method for transmitting
signals in a transmitter of a filter band multi-carrier system,
comprising steps of: modulating data to obtain modulated
data; obtaining a to-be-transmitted signal by framing a pilot
preamble symbol with the modulated data; transmitting the
to-be-transmitted signal; the pilot preamble symbol consist-
ing of preamble elements, wherein the pilot preamble symbol
corresponding to each transmit antenna occupies one filter
band multi-carrier modulation symbol. The present invention
further provides an apparatus for implementing the method,
and a method and apparatus for channel estimation corre-
sponding to the method for transmitting signals.
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1
METHOD AND APPARATUS FOR FILTER
BANK MULTI-CARRIER SIGNAL
TRANSMISSION AND CHANNEL
ESTIMATION

FIELD OF THE INVENTION

The present invention relates to wireless communication
technology field, and more particularly to a method and appa-
ratus for signal transmission and corresponding channel esti-
mation of a Filter Band Multi-Carrier (FBMC for short) sys-
tem.

BACKGROUND OF THE INVENTION

Filter band multi-carrier modulation is a multi-carrier tech-
nology whose primary characteristic is that its subcarrier
spectrum in the frequency domain may be designed and con-
trolled flexibly such that it may properly suppress the out-of-
band spectrum. The main manner for implementing FBMC is
OQAM (offset QAM), that is, the real part and imaginary part
of'a complex constellation modulation symbol are separated
s0 as to modulate respective pulse signals at a real and imagi-
nary part interval in the time domain and frequency domain.
Since the pulse signals have good energy concentration in
both the time domain and the frequency domain, compared
with the existing OFDM system, it may efficiently reduce the
ICI/ISI influence without inserting any cyclic-prefix so that
the FBMC system has higher spectral efficiency than the
OFDM system. Meanwhile, each subcarrier spectrum decays
fast, which facilitates reduction of the out-of-band radiation
and improvement of spectrum perception accuracy. There-
fore, the FBMC system is especially suitable for future-ori-
ented wireless communication application such as cognitive
radio, etc.

In contrast to the existing OFDM system capable of pro-
viding complex orthogonality, FBMC may only provide the
orthogonality for the real part, which results in intrinsic inter-
face on the imaginary part. The intrinsic interference on the
imaginary part in the FBMC system becomes a fundamental
issue to be faced and solved in system implementation, espe-
cially for the design of the pilot symbols in signal transmis-
sion and the corresponding channel estimation methods.

The most popular existing FBMC channel estimation
method is the Interference Approximation Method (IAM for
short). In the IAM method, the intrinsic interference on the
imaginary part is approximated by mainly using a special
pilot preamble symbol (as shown in FIG. 1), and then an
equivalent virtual complex pilot is constituted by using the
real part of the pilot and the approximated intrinsic interfer-
ence on the imaginary part so as to obtain corresponding
channel estimation results.

The main problem of the JAM method is that as shown in
FIG. 1, the pilot preamble symbol used by IAM needs to
occupy at least 3 FBMC modulation symbols (two FBMC
modulation symbols are equivalent to one OFDM modulation
symbol), and this pilot overhead greatly reduces the spectral
efficiency of the system, and to some extent even partially
counteracts the benefit of the FBMC system over the existing
OFDM system.

Hence, a new method for designing pilot preamble sym-
bols for signal transmission in the FBMC system and corre-
sponding channel estimation methods is needed.

SUMMARY OF THE INVENTION

In order to solve the above problem in the prior art, the
present invention proposes designing a pilot preamble sym-
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bol, which only occupies one FBMC modulation symbol for
each transmit antenna; and in a case of multiple transmit
antennas, a plurality of the pilot preamble symbols are com-
bined and multiplexed into one or more FBMC modulation
symbols. At the receiving side, a signal containing the above
pilot preamble symbol is received and a channel frequency
response set of a plurality of pilot subcarriers corresponding
to respective transmit antennas is overall processed by using
the correlation of the channel frequency responses between
different subcarriers of a multicarrier system, thereby obtain-
ing corresponding channel estimation results.

Specifically, according to a first aspect of the present inven-
tion, there is provided a method for transmitting signals in a
transmitter of a filter band multi-carrier system, comprising
steps of: A. modulating data to obtain modulated data; B.
obtaining a to-be-transmitted signal by framing a pilot pre-
amble symbol with the modulated data; and C. transmitting
the to-be-transmitted signal; in the step B, the pilot preamble
symbol consists of preamble elements, wherein the pilot pre-
amble symbol corresponding to each transmit antenna occu-
pies one filter band multi-carrier modulation symbol.

Preferably, when a number of transmit antennas is greater
than one, the step B further comprises combining a plurality
of'the pilot preamble symbols corresponding to a plurality of
transmit antennas into one or more filter band multi-carrier
modulation symbols.

Preferably, a sequence formed by the preamble elements is
a pseudo-random sequence weighted by a first preset value.

More preferably, the first preset value is greater than or
equal to 1.

According to a second aspect of the present invention, there
is provided a method for performing channel estimation in a
receiver of a filter band multi-carrier system, comprising
steps of: 1. receiving a signal, wherein the signal contains a
pilot preamble symbol; and II. performing channel estimation
based on the pilot preamble symbol; characterized in that: the
pilot preamble symbol consists of preamble elements,
wherein the pilot preamble symbol corresponding to each
transmit antenna occupies one filter band multi-carrier modu-
lation symbol.

Preferably, the step I comprises obtaining a channel fre-
quency response set consisting of a plurality of pilot subcar-
rier channel frequency responses corresponding to respective
transmit antennas; and the step Il comprises performing chan-
nel estimation based on correlation between the plurality of
pilot subcarrier channel frequency responses corresponding
to respective transmit antennas.

More preferably, when the preamble elements of the pilot
preamble symbol are mapped to subcarriers equally spaced or
consecutively, the step I comprises: performing a Fourier
transform based channel estimation on the channel frequency
response set to obtain an estimated channel frequency
response set.

More preferably, when the preamble elements of the pilot
preamble symbol are mapped to subcarriers equally spaced or
consecutively, the step II comprises: performing an inverse
fast Fourier transform on the channel frequency response set
to obtain a channel impulse response set corresponding to the
channel frequency response set; performing, on the channel
impulse response set, a filtering processing with respect to
intrinsic interference on imaginary part and noise in filter
band multi-carrier modulation to obtain a filtered channel
impulse response set; determining whether the preamble ele-
ments of the pilot preamble symbol are mapped to subcarriers
at an equal interval greater than 1; if the preamble elements of
the pilot preamble symbol are mapped to subcarriers at an
equal interval greater than 1, performing a zero interpolation
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processing corresponding to the interval on the filtered chan-
nel impulse response set to obtain an estimated channel
impulse response set, and performing a fast Fourier transform
on the estimated channel impulse response set to obtain the
estimated channel frequency response set; if the preamble
elements of the pilot preamble symbol are consecutively
mapped to subcarriers, taking the filtered channel impulse
response set as an estimated channel impulse response set;
and performing a fast Fourier transform on the estimated
channel impulse response set to obtain the estimated channel
frequency response set.

Preferably, the step I1 comprises: performing a linear mini-
mum mean square error based channel estimation on the
channel frequency response set to obtain an estimated chan-
nel frequency response set using a filtering matrix below:

1 -1
W= RCC(RGC + _I‘Sidx‘]
Y

where R, denotes an auto-correlation matrix of a pilot sub-
carrier channel frequency response; R . denotes a cross-cor-
relation matrix of a subcarrier channel frequency response to
be estimated and a pilot subcarrier channel frequency
response; Y, represents coefficients related to enhancement of
pilot power; I, denotes an identity matrix with size of
IS, ./; and IS, ;| denotes a number of pilot subcarriers.

According to a third aspect of the present invention, there is
provided an apparatus for transmitting signals in a transmitter
of a filter band multi-carrier system, comprising: a modula-
tion unit, configured to modulate data to obtain modulated
data; a preamble insertion unit, configured to obtain a to-be-
transmitted signal by framing a pilot preamble symbol with
the modulated data; a transmit unit, configured to transmit the
to-be-transmitted signal; characterized in that the pilot pre-
amble symbol consists of preamble elements, wherein the
pilot preamble symbol corresponding to each transmit
antenna occupies one filter band multi-carrier modulation
symbol.

Preferably, when a number of transmit antennas is greater
than one, the preamble insertion unit is further configured to
combine a plurality of the pilot preamble symbols corre-
sponding to a plurality of the transmit antennas into one or
more filter band multi-carrier modulation symbols.

Preferably, the preamble insertion unit further comprises a
sequence generation unit configured to generate a pseudo-
random binary sequence weighted by a first preset value.

According to a fourth aspect of the present invention, there
is provided an apparatus for performing channel estimation in
a receiver of a filter band multi-carrier system, comprising: a
receiving unit, configured to receive a signal, wherein the
signal contains a pilot preamble symbol; a channel estimation
unit, configured to perform channel estimation based on the
pilot preamble symbol; characterized in that: the pilot pre-
amble symbol consists of preamble elements, wherein the
pilot preamble symbol corresponding to each transmit
antenna occupies one filter band multi-carrier modulation
symbol.

Preferably, the receiving unit is configured to obtain a
channel frequency response set consisting of a plurality of
pilot subcarrier channel frequency responses corresponding
to respective transmit antennas; and the channel estimation
unit is configured to perform channel estimation based on
correlation between the plurality of pilot subcarrier channel
frequency responses corresponding to respective transmit
antennas.
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Preferably, the channel estimation unit is configured to,
when the preamble elements of the pilot preamble symbol are
mapped to a subcarrier equally spaced or consecutively, per-
form a Fourier transform based channel estimation on the
channel frequency response set to obtain an estimated chan-
nel frequency response set.

Preferably, the channel estimation unit is configured to
perform a linear minimum mean square error based channel
estimation on the channel frequency response set to obtain an
estimated channel frequency response set.

In the present invention, by using the pilot preamble sym-
bol that only occupies one FBMC modulation symbol for
each transmit antenna, and using a corresponding channel
estimation method at the receiving side, the pilot overhead is
reduced efficiently and the spectral efficiency of the system is
improved; meanwhile, it is indicated via the computer simu-
lation that the present invention can achieve a better channel
estimation performance than the existing IAM method. In
other words, the present invention achieves both the benefi-
cial effects of reducing overhead and improving performance
simultaneously.

BRIEF DESCRIPTION OF THE DRAWINGS

Other features, objects and advantages of the present
invention will become more apparent with reference to the
following detailed description of nonrestrictive embodiments
in conjunction with the accompanying drawings.

FIG. 1 illustrates a pattern of a pilot preamble symbol in the
1AM method;

FIG. 2 illustrates a pattern in which pilot preamble symbols
of a plurality of transmit antennas are multiplexed to one
FBMC modulation symbol according to the present inven-
tion;

FIG. 3 illustrates a pattern in which pilot preamble symbols
of a plurality of transmit antennas are multiplexed to a plu-
rality of FBMC modulation symbols according to the present
invention;

FIG. 4 illustrates a pattern of a pilot preamble symbol of
which preamble elements are mapped to subcarriers consecu-
tively according to one embodiment of the present invention;

FIG. 5 illustrates a flowchart for signal transmission
according to the present invention;

FIG. 6 illustrates a flowchart for channel estimation
according to the present invention;

FIG. 7 illustrates a pattern of a pilot preamble symbol of
which preamble elements are mapped to subcarriers
unequally spaced according to another embodiment of the
present invention;

FIG. 8 illustrates a block diagram for a signal transmitting
apparatus according to the present invention;

FIG. 9 illustrates a block diagram for a channel estimation
apparatus according to the present invention;

FIG. 10 illustrates the simulation results of performance
comparison between the present invention and the IAM
method.

Wherein, the same or similar reference signs represent the
same or similar step features or units/modules.

DETAILED DESCRIPTION OF EMBODIMENTS

As shown in FIG. 2, the pilot preamble symbols for a
plurality of transmit antennas may be multiplexed to one
FBMC modulation symbol. For example, for antenna 1, pre-
amble elements (P11, P12, P13, P14 . . . ) are mapped to odd
subcarriers, and then are transmitted from antenna 1. For
antenna 2, preamble elements (P21, P22, P23, P24 . . . ) are
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mapped to even subcarriers, and then are transmitted from
antenna 2. Although the pilot preamble symbols of the two
antennas are transmitted simultaneously, due to the orithogo-
nality in the frequency domain, there is no crosstalk between
them. The receiving side may respectively estimate the chan-
nels of the two transmit antennas just as the case of a single
antenna.

As shown in FIG. 3, the pilot preamble symbols for a
plurality of transmit antennas may be multiplexed to a plu-
rality of FBMC modulation symbols. For example, for 8
transmit antennas, the first 4 preamble elements (P1, P2, P3,
P4) are multiplexed to the first FBMC modulation symbol
(with pilot interval of 4) while the other 4 preamble elements
(P5, P6, P7, P8) are multiplexed to the second FBMC modu-
lation symbol. In this manner, the preamble elements of the
two groups of antennas are orthogonal in time domain,
thereby the receiving side may respectively perform respec-
tive channel estimations for all antennas just as the case of a
single antenna.

Specific embodiments are provided below respectively for
two situations where the preamble elements of the pilot pre-
amble symbols are mapped to the subcarriers equally spaced
and unequally spaced.

Without loss of generality, a discussion will be made
according to the case of a single transmit antenna in the
following embodiments, and for a plurality of transmit anten-
nas, it may easily come down to the single antenna case as
described above.

First Embodiment

In the following embodiment, it is discussed that the pre-
amble elements are mapped to the subcarriers equally spaced.

Design of Pilot Preamble Symbols:

Referring to FIG. 4, without loss of generality, the situation
is selected where the interval is 1, i.e. the preamble elements
are mapped to the subcarrier consecutively; where the
sequence of the preamble elements takes a pseudo-random
sequence weighted by a weighting factor of 1.

The advantage for using a pseudo-random sequence is that
it will be convenient to de-correlate intrinsic interferences on
different subcarriers at the receiving side, which is beneficial
for the subsequent processing of filtering the intrinsic inter-
ferences.

The weighting factor may also be selected to be a relatively
large coefficient related to pilot power enhancement, which
helps to improve the signal-to-interference-plus-noise ratio
on the pilot to thereby improve the channel estimation accu-
racy, e.g. using a value greater than 1.

According to the above pilot preamble symbol design, the
following method for transmitting signals is implemented in
the transmitter of the FBMC system, as shown in FIG. 5:

S51. modulating data to obtain modulated data;

S52. obtaining a to-be-transmitted signal by framing the
pilot preamble symbol as designed above with the modulated
data; and

S53. transmitting the to-be-transmitted signal.

Channel Estimation Method:

Firstly, a signal model of the FBMC system is established
as follows:

Yimh w1, 1€,
where the subscript i indicates index of a subcarrier, y, indi-
cates the received pilot signal, h, indicates the ideal channel
response, p, indicates the transmitted pilot signal, w, indicates
the intrinsic interference on the imaginary part, j indicates the
imaginary unit, and n, indicates the additive white Gaussian
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noise. S, is the set of all the pilot subcarrier indexes which
consists of two parts, i.e. S, ;, =S, , US, ; =, where the subsets
S, and S, ;. ~ respectively indicate positively indexed sub-
carriers and negatively indexed subcarriers. For simple
expression purpose, it is assumed that the direct current sub-
carriers belong to S,;* and the indexes are ranked in an
ascending order in the sets of S, ;., S, ;. and S, ;. ~. Generally
speaking, IS, *1=IS, . I=IS, /2, where 1.1 denotes the size
of the set.

The following frequency response expression is derived
from the signal mode:

~ i hiwi n 1
Bom oy M
pi P _Pi
g
i € Sigx,

where in the right side of equation (1), the first term h, denotes
the ideal channel response, the second term comes from the
so-called intrinsic interference on the imaginary part, and the
third term comes from the additive white Gaussian noise. The
combination of the second and third terms is denoted as h,"”,
that is, h,"” denotes the factor that will degrade the channel
estimation performance.

A vector with the size of the smallest value, denoted as
Ngrr among all the integer powers of 2 and greater than IS, . |
is constructed as follows:

h=h+p"=

;L T
— +
Sie(1Sige )
|Sig | elements

her ay st @) -+ Bsy st 7\;.(_)._-_-:_-‘.5.9__.‘ hsg ) Bsg) -
< FFTSiax
155, | clemens

The superscript T denotes the transposition operation. An
inverse fast Fourier transform is performed on this vector to
obtain a channel impulse response set in the delay domain,
denoted as f_,:

by, = IFFT (b @

= IFFT (h+ K™

= IFFT (b) + IFFT (B*")

cuseful 5 useless

=hg, L

From equation (2), it can be seen that the channel impulse
response contains two parts, i.e. the useful signal h_, **#* and
the useless signal h, <%, where the latter further contains
contributions of the intrinsic interference on the imaginary
part and the additive white Gaussian noise.

Considering the correlation between a plurality of pilot
subcarrier channel frequency responses, after the inverse fast
Fourier transform operation, the above useful signal will con-
centrate to the delay domain with its beginning part not
beyond the maximum delay spread of the channel, while the
useless signal will be evenly spread over the delay domain.
Thus, most of the intrinsic interference on the imaginary part
and the noise can be easily filtered and the useful signal may
be remained by using a window function to filter the signals in
the delay domain.
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To implement the filtering, the maximum channel delay,
denoted as N, 1.7,.,» n€eds to be estimated in advance. How-
ever, the maximum channel delay is largely dependent on the
environment factors, and thus can be obtained easily through
channel statistical measurement or experiences. The filtering
operation can be expressed as follows:

. filtered
i =

Biyoms 1 =m < Nuapeiay

Bejy (1= G = NiaxDetay))s Nutaxbetay <M < Nepr = Npackegy »

Bty > Nrrr = Npackog <M < Nrper
where G(n), n=1, 2, . .., Nppr=Ny 100Ny nera,, tEpresents

a window function, such as a rectangular window, that is,
G(n)=1, which means the signal within that duration is totally
filtered out. Considering that the useful signal h_, “*#*/ in the
channel impulse response is actually the true channel impulse
response convolved with a sine function, which results in
some form of energy diffusion, that is, there is also part of the
useful signal at the end of the delay domain, and thus a
parameter N, - is introduced to the filtering operation.
Generally, this parameter can be set to a relatively small
value, e.g., 10.

With the above filtering operation, a filtered channel
impulse response set is obtained. When the preamble ele-
ments are consecutively mapped to subcarriers, the filtered
channel impulse response set acts as an estimated channel
impulse response set, and a fast Fourier transform may be
performed on it to obtain an estimated channel frequency
response set for use in the subsequent channel equalization
processing.

When the preamble elements are mapped to subcarriers at
an equal interval greater than 1, an interpolation processing is
required for the filtered channel impulse response set, i.e.,
zeros corresponding to the pilot interval are inserted into the
set so that the ratio of the sequence lengths after and before
zero interpolation equals to the pilot interval value. The set
after the interpolation acts as an estimated channel impulse
response set, and a fast Fourier transform may be performed
on it to obtain an estimated channel frequency response set.

Based on the above channel estimation method, the follow-
ing method for channel estimation is implemented in the
receiver of the FBMC system, as shown in FIG. 6.

S61. receiving a signal containing the above pilot preamble
symbol; and

S62. performing channel estimation using the above chan-
nel estimation method.

Second Embodiment

In the following embodiment, it is discussed that the pre-
amble elements are mapped to the subcarriers unequally
spaced.

Design of Pilot Preamble Symbols:

Referring to FIG. 7, the preamble elements are mapped to
the subcarriers unequally spaced, wherein the sequence of the
preamble elements takes a pseudo-random sequence
weighted by a weighting factor of v, that represents a coefli-
cient related to enhancement of the pilot power.

According to the above pilot preamble symbol design, the
following method for transmitting signals is implemented in
the transmitter of the FBMC system, as shown in FIG. 5.
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S51. modulating data to obtain modulated data;

S52. obtaining a to-be-transmitted signal by framing the
pilot preamble symbol as designed above with the modulated
data; and

S53. transmitting the to-be-transmitted signal.

Channel Estimation Method:

Firstly, a signal model of the FBMC system is established
as follows:

Yimh w1168 4.,

where the subscript i indicates index of a subcarrier, y, indi-
cates the received pilot signal, h, indicates the ideal channel
response, p, indicates the transmitted pilot signal, w, indicates
the intrinsic interference on the imaginary part, and n, indi-
cates the additive white Gaussian noise. S, ;, the set of all the
pilot subcarriers which consists of two parts, i.e. S,;, =S, ;"
US, s, wherethe subsets S, ;, * and S, , ~ respectively indicate
positively indexed subcarriers and negatively indexed subcar-
riers. For simple expression purpose, it is assumed that the
direct current subcarriers belong to S, ;" and the indexes are
ranked in an ascending order in the sets of S, ., S, ;. “and S, ;. ~.
Generally speaking, IS, *1=IS,,7|=S,,1/2, where |.| denotes
the size of the set.

The following frequency response expression is derived
from the signal mode:

. i hw n 3
=l B @
pi b _ P
i
i € Siges

where in the right side of equation (3), the first term h, denotes
the ideal channel response, the second term comes from the
so-called intrinsic interference on the imaginary part, and the
third term comes from the additive white Gaussian noise. The
combination of the second and third terms is denoted as h,"”,
that is, h,"” denotes the factor that will degrade the channel
estimation performance.
A vector with the size of IS, ;.| is constructed as follows:

~ ~ ~ ~ ~ ~ T
wn _ 3 _
h+ A" = hsidx(l) hsidx(z) hSFdx(\S;ZX\) hS‘.*dX(l) hSierx(z) hS;ZX(\S;ZX\)

[Sigc| elements 1S3ty | etements

The superscript T denotes the transposition operation.
Considering the correlation of channel frequency responses
between different subcarriers, a linear minimum mean square
error filtering operation may be introduced as follows:

b=,

where the filtering matrix W can be expressed as:

1 ¥ @
W= RCC(RM F—(+ U'ﬁ)lxs-dxx] :
Yr !

where R, denotes the auto-correlation matrix of the pilot
subcarrier channel frequency response; R .. denotes the cross-
correlation matrix of a subcarrier channel frequency response
to be estimated and a pilot subcarrier channel frequency
response; v, indicates coefficients related to enhancement of
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the pilot power, i.e. the aforesaid weighting factor; I,
denotes the identity matrix with size of IS, |; 0, represents
the noise power, i.e. the term of

I

Pi

in equation (3); the unit power that is added to o, ? represents
the intrinsic interference power on the imaginary part, i.e. the
term of

iw;

Pi

in equation (3). Here, without loss of generality, it is assumed
that E{Ih,I*}=1, i.e. the channel frequency response has a
normalized average unit power.

Given the maximum delay spread N, 5., 0f the channel,
the channel correlation matrix of all subcarriers can be gen-

erated by the following method:
R=F"DF,

where the superscript H represents the conjugate transposi-
tion and F represents a normalized IFFT transform matrix:

! ik INEET
»

{Fle =
Nrrr

nk=0,1,..., Nper— L.

The matrix D represents a diagonal matrix of Nzz7xNzpy
as below:

Nerr Nerr

NMaxDelay

After obtaining R, the auto-correlation matrix R, and the
cross-correlation matrix R in equation (4) may be obtained
by taking a submatrix constituted by corresponding rows and
columns in R based on the subcarrier indexes of the pilot
subcarriers and the subcarriers to be estimated (for the nega-
tive subcarrier indexes, N, is added). Specifically, R is
obtained by taking the submatrix constituted by rows corre-
sponding to the pilot subcarrier indexes and columns corre-
sponding to the pilot subcarrier indexes; and R is obtained
by taking the submatrix constituted by rows corresponding to
the to-be-estimated subcarrier indexes and columns corre-
sponding to the pilot subcarrier indexes.

In addition, considering the noise power part in equation
(4), it is usually difficult to estimate the noise power in real
time. However, generally, the power of an intrinsic interfer-
ence on the imaginary part is much greater than the noise
power, and it is also shown via simulation that the noise power
does not have significant effect on the performance of channel
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estimation. Therefore, the filtering matrix as shown in equa-
tion (4) may be approximated as:

1 -1
W= RCC(RGC + _I‘Sidx‘] .
Yp

By the above filtering operation, an estimated channel fre-
quency response set is obtained for use in the subsequent
channel equalization processing.

Considering the large computational overhead for comput-
ing the inverse matrix, a non real-time manner may also be
used, i.e. the filtering matrix can be computed and saved in the
memory in advance for immediate use in channel estimation.

Based on the above channel estimation method, the follow-
ing method for channel estimation is implemented in the
receiver of the FBMC system, as shown in FIG. 6:

S61. receiving a signal containing the above pilot preamble
symbol;

S62. performing a channel estimation using the above
channel estimation method.

In the following, an apparatus corresponding to the above
method as provided by the present invention will be described
by making references to the block diagrams. It will be sim-
plified since the unit/device features in the apparatus have
corresponding relationships with the step features in the
above method.

FIG. 8 illustrates a block diagram for a transmitting appa-
ratus S10 for transmitting signals in the transmitter of the
filter band multi-carrier system, wherein the transmitting
apparatus S10 comprises:

a modulation unit 1001, configured to modulate data to
obtain modulated data;

a preamble insertion unit 1002, configured to obtain a
to-be-transmitted signal by framing a pilot preamble symbol
with the modulated data; and

a transmitting unit 1003, configured to transmit the to-be-
transmitted signal.

The apparatus S10 is characterized in that the pilot pre-
amble symbol consists of preamble elements, wherein the
pilot preamble symbol corresponding to each transmit
antenna occupies one filter band multi-carrier modulation
symbol.

Preferably, when the number of the transmit antennas is
greater than one, the preamble insertion unit 1002 is further
configured to combine a plurality of the pilot preamble sym-
bols corresponding to a plurality of the transmit antennas into
one or more filter band multi-carrier modulation symbols.

Preferably, the preamble insertion unit 1002 further com-
prises a sequence generation unit 1004 for generating a
pseudo-random sequence weighted by a first preset value.

FIG. 9 illustrates a block diagram for a channel estimation
apparatus S20 for performing channel estimation in the
receiver of the filter band multi-carrier system, wherein the
channel estimation apparatus S20 comprises:

a receiving unit 2001, configured to receive a signal,
wherein the signal contains a pilot preamble symbol;

a channel estimation unit 2002, configured to perform
channel estimation based on the pilot preamble symbol.

The apparatus S20 is characterized in that: the pilot pre-
amble symbol consists of preamble elements, wherein the
pilot preamble symbol corresponding to each transmit
antenna occupies one filter band multi-carrier modulation
symbol.

Preferably, the receiving unit 2001 is further configured to
obtain a channel frequency response set consisting of a plu-
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rality of pilot subcarrier channel frequency responses corre-
sponding to respective transmit antennas, and the channel
estimation unit 2002 is further configured to perform channel
estimation based on correlation between the plurality of pilot
subcarrier channel frequency responses corresponding to
respective transmit antennas.

More preferably, the channel estimation unit 2002 is con-
figured to, when the preamble elements of the pilot preamble
symbol are mapped to subcarriers equally spaced or consecu-
tively, perform a Fourier transform based channel estimation
on the channel frequency response set to obtain an estimated
channel frequency response set.

More preferably, the channel estimation unit 2002 is con-
figured to perform a linear minimum mean square error based
channel estimation on the channel frequency response set to
obtain an estimated channel frequency response set.

To prove the effectiveness of the present invention, simu-
lation experiments are made to compare the present invention
with the existing JAM method. In the simulation, QPSK
modulation and 1/2 turbo coding are used. Each frame con-
sists of a data portion containing 40 FMBC modulation sym-
bols and respective pilot preamble symbols of the present
invention and the JAM method. The channel model uses
urban micro scenario of a spatial channel model defined in
3GPP. The sampling rate is 15.36 MHz. The number of useful
subcarriers is 600. The simulation parameters are summa-
rized in table 1 as follows:

TABLE 1

Simulation Parameters

Parameter Name Parameter Value

Modulation Manner
Channel Coding
Pilot Preamble Symbol

Offset-QPSK

Turbo coding with rate 12

The proposed scheme in the presnet invention
(termed as Intrinsic Interference Filtering, IIF
method for short),

the scheme in IAM method

Pilot preamble symbol occupying 1 (the IIF
method in the present invention) or 3 (IAM
method) FBMC modulation symbols and data
of 40 FBMC modulation symbols

Frame Structure

Channel Model Urban micro scenario of a 3GPP spatial channel
model
Sampling Frequency 15.36 MHz

600

Weighting factor =v2, NitaxDelay = 20,
Npuekog= 10, rectangular window (the latter two
parameters only applicable to embodiment 1)

Number of Subcarriers
Channel Estimation
Parameters

The simulation results are shown in FIG. 10. It can be seen
that the performance of the present invention outperforms the
existing JAM method obviously and only has a loss of about
0.5 dB in comparison with the ideal situation. The simulation
results can prove that compared with the existing method, the
pilot preamble symbol design and corresponding channel
estimation algorithm in the present invention achieve the
object of reducing the pilot overhead, and meanwhile keep or
even improve the channel estimation performance, which
indeed solves the problems existing in the prior art.

Embodiments of the present invention have been describe
above, however, the present invention is not limited to specific
systems, devices and specific protocols, and those skilled in
the art may make various modifications or variations within
the scope of the appended claims.

Those of ordinary skill in the art may understand and
implement other changes to the disclosed embodiments by
studying the disclosure of the description together with the
drawings and the appended claims. In the claims, the term
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“comprise” or “contain” does not exclude other elements and
steps, and the term “one” or “a” does not exclude the plural
form. In the present invention, “first” or “second” only rep-
resents the name and does not represent the order relation-
ship. In the practical application of the present invention, one
component may perform the functions of multiple technical
features cited in the claims. Any reference sign in the claims
shall not be construed as limitation on the scope.

What is claimed is:

1. A method for transmitting signals in a transmitter of a
filter bank multi-carrier system, comprising:

modulating data to obtain modulated data;

framing a pilot preamble symbol with the modulated data,

thereby obtaining a signal for transmission; and
transmitting the signal for transmission,

wherein: in the framing, the pilot preamble symbol consists

of preamble elements, wherein the pilot preamble sym-
bol corresponding to each transmit antenna occupies one
filter bank multi-carrier modulation symbol.

2. The method according to claim 1, wherein: when a
number of transmit antennas is greater than one, the obtaining
further comprises combining a plurality of the pilot preamble
symbols corresponding to a plurality of the transmit antennas
into one or more filter bank multi-carrier modulation sym-
bols.

3. The method according to claim 1, wherein: a sequence
formed by the preamble elements is a pseudo-random
sequence weighted by a first preset value.

4. The method according to claim 3, wherein: the first
preset value is greater than or equal to 1.

5. A method for performing channel estimation in a
receiver of a filter bank multi-carrier system, comprising:

receiving a signal, wherein the signal contains a pilot pre-

amble symbol; and

performing channel estimation based on the pilot preamble

symbol,

wherein: the pilot preamble symbol consists of preamble

elements, wherein a respective pilot preamble symbol
corresponding to a respective transmit antenna occupies
one filter bank multi-carrier modulation symbol.

6. The method according to claim 5, wherein

the receiving comprises obtaining a channel frequency

response set consisting of a plurality of pilot subcarrier
channel frequency responses corresponding to respec-
tive transmit antennas; and

the performing comprises performing channel estimation

based on correlation between the plurality of pilot sub-
carrier channel frequency responses corresponding to
respective transmit antennas.

7. The method according to claim 6, wherein when the
preamble elements of the pilot preamble symbol are mapped
to subcarriers equally spaced or consecutively, the perform-
ing comprises: performing a Fourier transform based channel
estimation on the channel frequency response set to obtain an
estimated channel frequency response set.

8. The method according to claim 7, wherein the perform-
ing comprises:

performing an inverse fast Fourier transform on the chan-

nel frequency response set to obtain a channel impulse
response set corresponding to the channel frequency
response set;

performing, on the channel impulse response set, a filtering

processing with respect to intrinsic interference on
imaginary part and noise in filter bank multi-carrier
modulation to obtain a filtered channel impulse response
set;
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determining whether the preamble elements of the pilot

preamble symbol are mapped to subcarriers at an equal

interval greater than 1;

if the preamble elements of the pilot preamble symbol
are mapped to subcarriers at an equal interval greater
than 1, performing a zero interpolation processing
corresponding to the interval on the filtered channel
impulse response set to obtain an estimated channel
impulse response set; and

performing a fast Fourier transform on the estimated
channel impulse response set to obtain the estimated
channel frequency response set; or

if the preamble elements of the pilot preamble symbol
are consecutively mapped to subcarriers, taking the
filtered channel impulse response set as an estimated
channel impulse response set; and

performing a fast Fourier transform on the estimated
channel impulse response set to obtain the estimated
channel frequency response set.

9. The method according to claim 6, wherein the perform-
ing comprises: performing a linear minimum mean square
error based channel estimation on the channel frequency
response set to obtain an estimated channel frequency
response set.

10. The method according to claim 9, wherein: the channel
estimation is performed by using a filtering matrix W:

1 —1
W= R Rt )
Yp

where R, denotes an auto-correlation matrix of a pilot
subcarrier channel frequency response; R_. denotes a
cross-correlation matrix of a subcarrier channel fre-
quency response to be estimated and a pilot subcarrier
channel frequency response; v, represents coefficients
related to enhancement of pilot power; 1 5, ., denotes an
identity matrix with size of IS, .|, and IS, | denotes a
number of pilot subcarriers.

11. An apparatus for transmitting signals in a transmitter of

a filter bank multi-carrier system, comprising:
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a modulation unit, configured to modulate data to obtain
modulated data;

a preamble insertion unit, configured to frame a pilot pre-
amble symbol with the modulated data to obtain a signal
for transmission; and

a transmitting unit, configured to transmit the signal for
transmission,

wherein the pilot preamble symbol consists of preamble
elements, wherein the pilot preamble symbol corre-
sponding to each transmit antenna occupies one filter
bank multi-carrier modulation symbol.

12. The apparatus according to claim 11, wherein when a
number of transmit antennas is greater than one, the preamble
insertion unit is further configured to combine a plurality of
the pilot preamble symbols corresponding to a plurality of the
transmit antennas into one or more filter bank multi-carrier
modulation symbols.

13. An apparatus for performing channel estimation in a
receiver of a filter bank multi-carrier system, comprising:

a receiving unit, configured to receive a signal, wherein the

signal contains a pilot preamble symbol;

a channel estimation unit, configured to perform channel
estimation based on the pilot preamble symbol,

wherein: the pilot preamble symbol consists of preamble
elements, wherein a respective pilot preamble symbol
corresponding to a respective transmit antenna occupies
one filter bank multi-carrier modulation symbol.

14. The apparatus according to claim 13, wherein

the receiving unit is configured to obtain a channel fre-
quency response set consisting of a plurality of pilot
subcarrier channel frequency responses corresponding
to respective transmit antennas; and

the channel estimation unit is configured to perform chan-
nel estimation based on correlation between the plurality
of pilot subcarrier channel frequency responses corre-
sponding to respective transmit antennas.

15. The apparatus according to claim 14, wherein the chan-
nel estimation unit is configured to, when the preamble ele-
ments of the pilot preamble symbol are mapped to subcarriers
equally spaced or consecutively, perform a Fourier transform
based channel estimation on the channel frequency response
set to obtain an estimated channel frequency response set.
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